1/9 



wo 



SERVICES, APPLICATIONS 
AND FEATURES (MANAGEMENT, 
PROVISIONING AND BACK 
OFFICE) 



r 



106 



OPEN PROTOCOLS 
AND APIS 



CALL/CONNECTION 
ADMISSION/SESSION 
CONTROL 



104 



OPEN PROTOCOLS 
AND APIS 



ACCESS/TRANSPORT 
HARDWARE 



102 



FIG.1 



IIP 
214 



302 



304 



CALL/CONNECTION 

SESSION 
CONTROL ENGINE 




APPLICATION 




ENGINE 



ACCESS 
ENGINE 



r 



306 




/ 

300 



FIG. 3 



2/9 



AS 
258-N 




* 
« 
• 
• 


AS 
258-2 






AS 
258-1 





Q_ ^ ^1 







3/9 




4/9 




5/9 



a 
m 

H 
01 

O 
01 

ill 

□ 




BROWSER 



KEYBOARD 



POINTING 
DEVICE 



■604 



-606 



■608 



FIG. 6 



\ 



00 



CO 



O CO 
O Co 



Uj 

99 

s 

CO 

§ 

CO 



CO 



5 



CO 



O 
CD 



CO 



ill 

3 CO 
^ Uj 
Qt 



I 



5 



0/0 



CD 



CD 



8 



I 



O 

O CO 
Uj CO 



111 



§11 



gUj 



by 



i — . 



i 
i 



Ah 



°? 
CO 



i 



CO 



V 



oo 



) 

^ 1 




.UGENT CONTROL 
OPTIONS 




e 






DATA 
STREAM 


& co 
§^ 

K § 


PICTURES 


9b 


VIDEO 

L— _ 1 






AUDIO 




DATA 
STREAM 

1 


VERY 
ONS 


PICTURES 


DELf 
OPTI 


VIDEO 




AUDIO 


— . / 





CO 



i 



CD 



7/9 



^802 



SUBSCRIBE 
A DIRECT CON 


R INITIATES 
NECT SESSION 




^804 



SERVING NODE INVOKES 
A MULTIMEDIA CALL/SESSION 
ENGINE TO LAUNCH A CALL 
TREATMENT APPLICATION 




PROG. 
DELAY MODE 
? 



DATABASE QUERY TO 
DETERMINE ONE OR MORE 

DESTINATIONS WITH 
RESPECT TO THE DIRECT 
CONNECT SESSION 




yr810 


COMMENCE C 
TODESTINA 
SUBSCRIBE 
OPTl 


ONNECTION(S) 
TION(S)PER 
R'S PROFILE 
'ONS 



814 



ESTABUSH CONNECTION(S) 
PER SELECTED DESTINATION (S) 
AND APPLICABLE OPTIONS 



816 



ADD OTHER PARTIES, CHANGE 
DEUVERYOR CAPTURE MODES, 
AS NEEDED 



FIG. 8A 



8/9 



SUBSCRIBER TERMINAL IN A 
CONTINUOUS MONITOR MODE 



■852 



MONITOR A SELECT CHANNEL FOR 
PREDESIGNATED INDICATIONS 



■854 



INITIATE A DIRECT CONNECT 

SESSION BASED ON THE 
PREDESIGNATED INDICATIONS 
WITH RESPECT TO THE 
MONITORED CHANNEL 



SERVING NODE INVOKES A MM 
CALL/SESSION ENGINE TO 
LAUNCH A CALL TREATMENT 
APPLICATION 



DATABASE QUERY TO 
DETERMINE ONE OR MORE 
AUTHORIZED DESTINATIONS 



COMMENCE CONNECTIONS) TO 
AUTHORIZED DESTINATION® 
PER SUBSCRIBER'S PROFILE 
OPTIONS 



ADD OTHER PARTIES, CHANGE 
DELIVERY OR CAPTURE MODES, 
AS NEEDED 



856 



858 



lr860 



■862 



1^864 



FIG. 8B 



9/9 



SUBSCRIBER REQUESTS DIRECT l^ 880 
CONNECTION TO AN AUTHORIZED 
DESTINATION/LOCATION 



-882 

'CONNECTION T(T 
THE REQUESTED DESTINATION 
POSSIBLE 
? 

YES 



ESTABLISH CONNECTION 
WITH THE LOCATION 



ZL 



884 



NO 


DEFAULT 




TREATMENT OPTIONS 



■886 



MONITOR THE LOCATION V 888 
USING MM CAPABIUTY 



■890 

ADDITIONAL 
DIRECT CONNECT PARTIES 
TO THE CURRENT SESSION 
? 



YES 



^892 



ADD OTHER PARTIES 
AS SELECTED 




^898 

DISCONNECT I 



FIG. 8C 



